
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDE], NO. 84-47
NPDES NO. CA0037672

REISSUING WASTE DISCHARGE REQUIREMENTS FOR:

NORTH POINT WATER POLLUTION CONTROL PLANT
CITY AND COUNTY OF SAN FRANCISCO

The California Regional Water Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. The City and County of San Francisco, hereinafter called the
discharger, submitted a report of waste discharge dated March IS,
1984 for reissuance of NPDES Permit No. CA0037672.

2. The North Point Water Pollution Control Plant (WPCP) treats
exclUSively wet weather flow consisting of a combination of
domestic and industrial wastewater mixed with storm water runoff,
all containing pollutants.

3. The treated wastewater is discharged through four forty-eight
inch diameter outfalls w hi c h terminate 800 feet offshore, two at
the end of Pier 33 and two at Pier 35. The discharges are
submerged at a depth of 17-26 feet below mean lower low water.

4. Wet weather operation of the North Point WPCP depends upon the
coordinated operation of all the Bayside combined wastewater
control system facilities. These facilities consist of the North
Shore Outfall Conso].idation, North Point WPCP, North Shore Pump
Station, Channel Outfall Consol:ldat.ion, Channel Pump Station,
Islais Creek South Side Outfall Consolidation, and the Southeast
WPCP. (See attached Drawing A.)

5. Wet weather flows are intermittent in nature and subject to a
high degree of variability throughout the wet weather season.
Based on past rainfall records, the North Point WPCP will be
operated apprOXimately 30-40 times per wet season, with the
duration of each operation expected to average approximately 12
hours at a maximum flow rate of 140 mgd.

6. Wet weather flow in excess of the storage and treatment capacity
of the combined Bayside wastewater control system is discharged
through wet weather diversion structures. These overflows are
regulated by NPDES Permit No. CA0038610 adopted by the Board.

7. The North Point WPCP will provide the capability to treat dry
weather wastewater from the North Point area in the event of
emergency circumstances making treatment at the North Point WPCP
preferable to treatment at the Southeast WPCP. Any such dis
charge will be governed by the requirements contained in the
Southeast WPCP Permit No. CA0037664.
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